
TABLE 3-7
CASING BLOWS FOR TIDAL FLAT EXPLORATIONS

REMEDIAL INVESTIGATION REPORT
STRATFORD ARMY ENGINE PLANT

STRATFORD, CONNECTICUT

 
CASING
DEPTH 
(ft bgs) PZ-TF-01B PZ-TF-02A/B PZ-TF-03A/B PZ-TF-04B PZ-TF-05A/B PZ-TF-06B PZ-TF-07A/B PZ-TF-08A/B PZ-TF-09A/B PZ-TF-10B

0-1 PUSH TO  1
1-2 37 PUSH 
2-3 52 WITH
3-4 45 DRILL TO 4
4-5 24 17
5-6 16 28
6-7 8 24
7-8 PUSH 10 23
8-9 WITH 13 25
9-10 DRILL TO 10 11 35

10-11 30 16 31
11-12 20 15 43
12-13 15 14 43
13-14 14 15 80
14-15 12 15 116
15-16 18 28 86
16-17 20 21 100
17-18 PUSH 28 19 113
18-19 WITH 23 20 80
19-20 DRILL TO 20 22 19 91
20-21 36 22 30 53
21-22 30 20 43 54
22-23 29 PUSH 20 29 PUSH 62
23-24 35 WITH 18 29 WITH 64
24-25 34 DRILL TO 25 17 26 DRILL TO 25 56
25-26 52 85 33 51 98* 50
26-27 48 51 24 55 46 46
27-28 41 37 25 46 33 50
28-29 43 32 26 48 27 76
29-30 39 28 30 52 20 92
30-31 260* 26 41 83 PUSH 33 76
31-32 230 27 46 68 WITH 33 66
32-33 124 27 PUSH 50 PUSH 80 DRILL TO 33 30 92
33-34 111 24 WITH 57 WITH 70 97 30 83
34-35 200** 28 DRILL TO 35 73 DRILL TO 35 60 64 47 101
35-36 136 50 144 146 149 87 PUSH 37 46 44
36-37 195 42 79 118 80 77 WITH 35 46 64
37-38 180 48 66 124 62 89 DRILL TO 38 37 49 80
38-39 68 42 53 110 53 86 170 40 82 83
39-40 77 51 40 116 52 90 125 40 77 107
40-41 107 59 47 130 55 115 82 44 84 77
41-42 90 80 61 122 73 110 80 57 78 63
42-43 78 82 54 118 97 118 63 95 67 69
43-44 92 80 45 112 76 120 70 107 77 77
44-45 84 72 45 137 86 141 69 222* 77 77
45-46 100 295* 49 175 74 192 144 DRILLED 87 72
46-47 98 144 50 170 68 259 93 WITH 92 65
47-48 108 159 48 168 78 190 100 ROLLER BIT 123 120
48-49 144 140 66 163 84 200 100 TO 50' 93 REFUSAL
49-50 155 128 32* 150 81 REFUSAL 110 103 AT 48'
50-51 AT 50'

* RESUMED * RESUMED * END AT DRILLER SPLIT SPOON * REFUSAL * BOUNCING SPLIT SPOON
DRIVING DRIVING 49.5' NOTES AT 45'-47' ON AT 15'-17'
CASING CASING GRAVEL DENSE WOOD ? DENSE SAND
AFTER AFTER STARTS AT FINE SAND AND GRAVEL

SETTING SETTING AROUND 
OVER OVER 40 FEET
NIGHT WEEKEND

** RESUMED
DRIVING 
CASING 
AFTER 

SETTING 
FOR 5

HOURS

Notes:
1) Tabulation of blow counts for the tidal flat borings installed in Spring 2002.
2) Blow counts are the number of blows per foot to drive 4" casing with 300 pound hammer. Prepared by:  TDL

Checked by:  DRP

EXPLORATION
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